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WEKA EPSYPlus 

mikroflödesventiler

Generell beskrivning
• WEKA EPSYPlus ventil är baserad på 30 års erfarenhet av utveckling och 

tillverkning av reglerventiler
• Den är speciellt konstruerad för låga flödesområden och drifttryck mellan 10 

till 110 bar (class 150, 300 och 600) 
• Ventilen erbjuder hög precision och utmärkt reglerkvalitet för många olika 

användningsområden
• Ventilen rekommenderas även för extrema temperaturer -196 °C…+430 °C
• WEKA arbetar nära kunder med utveckling av nya lösningar för specifika 

krav.
• Med erfarenhet av kundanpassade lösningar gör WEKA till en viktig 

teknologisk partner
• WEKA EPSYPlus ventiler används brett i gas och petrokemiska industrier, för 

många industriella utrustningar, livsmedelsindustri samt även i anläggningar 
för CRYO process som vätska och luft separering och CRYO högtryck 
gasrening

• Storlek 1/2” - 1” (DN15 - DN25)

• Med flänsar, inspänning mellan flänsar, svetsändar eller 
gängade NPT

• Tryck PN 10 - 110 bar (ANSI class 150 - 600)

• Temperatur -196 °C…+430 °C

• Cv 0,01 - 3,5 (linjär eller likprocentig)

¥ Enkel och robust design tack vare orŠkneliga experiment 
under mŒnga Œr

¥ Den lŒnga slaglŠngden i jŠmfšrelse med den gamla EPSY 
och anvŠndning av moderna och intelligenta lŠgesstŠllare 
mšjliggšr denna ventil att ha utomordentlig reglerprestanda

¥ Utbyte av sŠtet kan utfšras frŒn botten utan att behšva 
demontera manšverdonet

¥ Den kompakta konstruktionen tillŒter enkelt utbyte till 
kulventil vid hŠndelse av Šndrad funktion till on-off eller extra 
reglerfunktion

¥ Enkel Šndring av Cv (Kv) och programmering av reglerkurva

 WEKA EPSYPlus                                   Mikroflödesventiler
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Flödeskoefficient Cv 
för alla storlekar 1/2”, 3/4”, 1”

Flödeskarakteristik" "
%" linjär" " säte
Cv! Cv! ! mm!

3! 3,5! ! 12
2! 2! ! 12
1! 1! ! 7
N/A! 0,5! ! 7
N/A! 0,25! ! 4
N/A! 0,1! ! 4
N/A! 0,03! ! 4
N/A! 0,01! ! 4
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! General description

The WEKA EPSYPlus valve is based on our experience of more than 30 years
and significant achievements in development and manufacturing of control
valves. It is specifically designed for low flow applications, and operated
between 10É110 bar (class 150, 300 and 600). It offers very high precision
and excellent regulation qualities in many different fields of application. It is
also recommended for use with extreme temperatures (Ð196 ¡CÉ+430 ¡C).
WEKA works closely together with customers in the development of new
solutions for cutting edge projects and specific requirements. Our profound
experience for any purpose-built solution renders us an important techno-
logical partner. WEKA EPSYPlus valves are widely used in gas and petro-
chemical industries, for many industrial equipments, food industries, and
also in cryogenic processes such as liquid air separation plants as well as
cryogenic and high-pressure gas purification facilities.

! Simple and robust design is achieved through countless experiments 
over many years.

! The longer stroke in comparison to the old EPSY and the optional use of 
modern intelligent positioners allow this valve to have an outstanding 
control performance.

! Replacement of the seat can be effected from the bottom without 
dismantling the actuator.

! The compact design (102 mm) allows easy replacement of a ball valve 
in case of change of Çservice conditionÈ or the need of additional 
control function.

! Easy change of Cv and programming of control curve.
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Valve EPSYPlus

(shown with pneumatic actuator, 
standard positioner and switch box)

Cryogenic valve EPSYPlus

(shown with pneumatic actuator, 
standard positioner and switch box)

Flow characteristics !
Seat (mm)% Linear

3 3.5
12

7

4

2 2

1 1

NA 0.5

NA 0.25

NA 0.1

NA 0.03

NA 0.01

Flow coefficient Cv for all sizes
(1Ú2Ó, 3Ú4Ó and 1Ó)

! Dimensions

Ventil EPSYPlus

med pneumatiskt manöverdon
standard lägesställare och inndikeringsbox

CRYO Ventil EPSYPlus

med pneumatiskt manöverdon
standard lägesställare och inndikeringsbox

Måttuppgifter
med manöverdon

Kv-värde 
Den mängd vatten i m3/h, vid 20 C° som strömmar 
genom en ventil vid tryckfall 1 bar. 
Cv-värde 
Den mängd vatten i US gallon/min vid 60 F° som 
strömmar genom en given ventil vid ett tryckfall på 
1 psi. 
Följande aritmetiska samband råder mellan Kv, Cv: 
• Kv=Cv x 0,857 
• Cv=Kv x 1,167 

 Flödeskarakteristik

 Ventilritning med manöverdon
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AnslutningsformerAnslutningsformerAnslutningsformerAnslutningsformer Inspänning*Inspänning*Inspänning* Skruvade flänsarSkruvade flänsarSkruvade flänsar Integrerade flänsar**Integrerade flänsar**Integrerade flänsar**

ASME/ANSI B16.5ASME/ANSI B16.5 ISO 7005-1
Typ

DIN EN 1092-1
Typ

1/2” 3/4” 1” 1/2” 3/4” 1” 1/2” 3/4” 1”

FF Flat Face A A NA X X X X X NA X X

RF Raised Face B1 B1/B2 NA X X X X X NA X X

Lf Large Female Face F/F1 F NA X X X X X NA X X

LM Large Male Face E/E1 E NA X X X X X NA X X

LG Large Groove Face D/D1 D NA X X X X X NA X X

LT Large Tounge Face C/C1 C NA X X X X X NA X X

RTJ Rin Joint Face NA NA NA X X NA NA NA NA NA NA

BW svetsändarBW svetsändarBW svetsändarBW svetsändar x x x NA NA NA x x x

NPT gängaNPT gängaNPT gängaNPT gänga x x x NA NA NA x x x

NPT gänga med adapterNPT gänga med adapterNPT gänga med adapterNPT gänga med adapter x x x x x x NA NA NA

NPT

ASME/ANSI B16.5 DIN EN 1092-1ISO 7005-1 1⁄2” 3⁄4” 1” 1⁄2” 3⁄4” 1” 1⁄2” 3⁄4” 1”
FF Flat Face Type A xNA

NA
NA
NA
NA
NA
NA

x x x xNA
NA
NA
NA
NA
NA
NA

x
RF Raised Face Type B1/B2 x x x x x x
LF Large Femal face Type F x x x x x x
LM Large Mal face Type E x x x x x x
LG Large Grove face Type D x x x x x x
LT Large Tongue face Type C x x x x x x

RTJ Ring Joint face NA

Type A
Type B1

Type F/F1
Type E/E1
Type D/D1
Type C/C1

NA x x NA

x
x
x
x
x
x

NA NA NA NA

1⁄2”
3⁄4”
1”

* Bolts and nuts can be delivered upon request ** Only cast body, class 300

x
x
x

NA
NA
x

x
x

NA

! Connections types

102 102 102

200 102 150

Butt welded NPT with adapator

! Packings

Braided PTFE / Kevlar –100 ≤ T ≤+150

Expanded Graphite E

Expanded Graphite E1

Expanded Graphite E1 BS

Pure Braided PTFE

Pure PTFE V-Ring

–200 ≤ T ≤+430

–200 ≤ T ≤+300

–200 ≤ T ≤+100

Standard applications for 
liquids and gases

High temperature, nuclear 
industry and all industrial 
applications in general 
(non-PTFE applications, 

naturally fire-safe)

Same with corrosion inhibitor
Refinery environment

Same with corrosion inhibitor 
and low sulfur

Refinery environment 

Oxygen and food industry

Higher tightness, live loaded

x x NA

STD x NA

STD x NA

STD x NA

x x NA

x STD x

Temperature (°C) Applications Firesafe
Live 

loaded
Vacuum
Design

Options

Without flanges* Screwed on flanges Integrated flanges**

STD = standard, X = optional, NA = not applicable/available

NPT

ASME/ANSI B16.5 DIN EN 1092-1ISO 7005-1 1⁄2” 3⁄4” 1” 1⁄2” 3⁄4” 1” 1⁄2” 3⁄4” 1”
FF Flat Face Type A xNA

NA
NA
NA
NA
NA
NA

x x x xNA
NA
NA
NA
NA
NA
NA

x
RF Raised Face Type B1/B2 x x x x x x
LF Large Femal face Type F x x x x x x
LM Large Mal face Type E x x x x x x
LG Large Grove face Type D x x x x x x
LT Large Tongue face Type C x x x x x x

RTJ Ring Joint face NA

Type A
Type B1

Type F/F1
Type E/E1
Type D/D1
Type C/C1

NA x x NA

x
x
x
x
x
x

NA NA NA NA

1⁄2”
3⁄4”
1”

* Bolts and nuts can be delivered upon request ** Only cast body, class 300

x
x
x

NA
NA
x

x
x

NA

! Connections types

102 102 102

200 102 150

Butt welded NPT with adapator

! Packings

Braided PTFE / Kevlar –100 ≤ T ≤+150

Expanded Graphite E

Expanded Graphite E1

Expanded Graphite E1 BS

Pure Braided PTFE

Pure PTFE V-Ring

–200 ≤ T ≤+430

–200 ≤ T ≤+300

–200 ≤ T ≤+100

Standard applications for 
liquids and gases

High temperature, nuclear 
industry and all industrial 
applications in general 
(non-PTFE applications, 

naturally fire-safe)

Same with corrosion inhibitor
Refinery environment

Same with corrosion inhibitor 
and low sulfur

Refinery environment 

Oxygen and food industry

Higher tightness, live loaded

x x NA

STD x NA

STD x NA

STD x NA

x x NA

x STD x

Temperature (°C) Applications Firesafe
Live 

loaded
Vacuum
Design

Options

Without flanges* Screwed on flanges Integrated flanges**

STD = standard, X = optional, NA = not applicable/available

Inspänning mellan flänsar Skruvade flänsar Integrerade flänsar

BW svetsändar NPT gänga NPT gänga med adapter

Angivna bygglängder gäller för 1/2”, 3/4” och 1”

* inklusive bult och mutter kan levereras mot förfrågan, ** endast gjutet hus class 300

 Anslutningsform och storlek
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Body

Bottom Flange

1

Seat2

3

A216 WCC
(cast)

A105
(forged)

A351CF3M
(cast)

A182F316L
(forged)

A351CF3M
(cast)

A453 Gr660 PTFE Glas (opt. PCTFE
for T < +250 ¡C)

A182F316L
(forged)

ASTM A105A4-70 Stainless steel 316L

Carbon steel execution Stainless steel execution
Ð30 < T < +430 ¡C Ð196 < T < +430 ¡C Ð196 < T < +150 ¡C

Service temperature
! Materials

Body Gasket4 Graphite
Seat spacer5 Stainless steel 316L
Locking plate6 Stainless steel A182 F 304
Bolts or screws of bottom flange7 Stainless steel ISO 3506 A4-70
Guiding sleeve8 A453 Gr660
Spacer9 Stainless steel 316L
Plug10 316L (stem) + A453Gr660 (Plug head)
Packing retainer11 Stainless steel 316L
Packing12 see separate table
Packing follower13 Stainless steel 316L
2 Short bolts14 Stainless steel ISO 3506 A4-70
2 Long bolts15 Stainless steel ISO 3506 A4-70
Nuts16 Stainless steel ISO 3506 A4-70
Gland flange17 A182 F 304
Locking nut18 Stainless steel ISO 3506 A4-70
Cryogenic gasket19 NA
Cryogenic extension20 NA
Bellows seal21 Stainless steel 316L
Bellows seal back up packing22 O-Ring NBR (optional FPM)

Stainless steel spring energized C-Ring (Helicoflex)
Stainless steel 316L

Valve EPSYPlus Cryogenic valve 
EPSYPlus

Bellows sealed valve
EPSYPlus

20

19

22

21

Note: Cryogenic execution with bellows seal 
is also available. Refer to our datasheets to overview 
all different executions.

 Detaljritning
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Body

Bottom Flange

1

Seat2

3

A216 WCC
(cast)

A105
(forged)

A351CF3M
(cast)

A182F316L
(forged)

A351CF3M
(cast)

A453 Gr660 PTFE Glas (opt. PCTFE
for T < +250 ¡C)

A182F316L
(forged)

ASTM A105A4-70 Stainless steel 316L

Carbon steel execution Stainless steel execution
Ð30 < T < +430 ¡C Ð196 < T < +430 ¡C Ð196 < T < +150 ¡C

Service temperature
! Materials

Body Gasket4 Graphite
Seat spacer5 Stainless steel 316L
Locking plate6 Stainless steel A182 F 304
Bolts or screws of bottom flange7 Stainless steel ISO 3506 A4-70
Guiding sleeve8 A453 Gr660
Spacer9 Stainless steel 316L
Plug10 316L (stem) + A453Gr660 (Plug head)
Packing retainer11 Stainless steel 316L
Packing12 see separate table
Packing follower13 Stainless steel 316L
2 Short bolts14 Stainless steel ISO 3506 A4-70
2 Long bolts15 Stainless steel ISO 3506 A4-70
Nuts16 Stainless steel ISO 3506 A4-70
Gland flange17 A182 F 304
Locking nut18 Stainless steel ISO 3506 A4-70
Cryogenic gasket19 NA
Cryogenic extension20 NA
Bellows seal21 Stainless steel 316L
Bellows seal back up packing22 O-Ring NBR (optional FPM)

Stainless steel spring energized C-Ring (Helicoflex)
Stainless steel 316L

Valve EPSYPlus Cryogenic valve 
EPSYPlus

Bellows sealed valve
EPSYPlus

20

19

22

21

Note: Cryogenic execution with bellows seal 
is also available. Refer to our datasheets to overview 
all different executions.Notering:

Cryo utförande med bälgtätning finns också.
Vi refererar till datablad för översikt med 
möjliga olika utföranden.

EPSYPlus Ventil EPSYPlus Cryo Ventil EPSYPlus Bälgtätad Ventil
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Pos Benämning Kolstål
-30 °C < T < +430 °C

Rostfritt stål
-196 °C < T < +430 °C

Rostfritt stål
-196 °C < T < +150 °C

1 hus A 216 WCC (stålgjutgods)
A105 (smidesstål)

A351CF3M (gjutet)
A182F316L (smitt)

A351CF3M (gjutet)
A182F316L (smitt)

2 säte A453 Gr660 A453 Gr660 PTFE glas (option PCTFE 
för T < +250 °C)

3 bottenfläns ASTM A105A4-70 316L 316L

4 hustätning grafit grafit grafit

5 sätesdistans 316L 316L 316L

6 låsplatta A182 F 304 A182 F 304 A182 F 304

7 bult, skruv ISO 3506 A4-70 ISO 3506 A4-70 ISO 3506 A4-70

8 styrhylsa A453 Gr660 A453 Gr660 A453 Gr660

9 distans 316L 316L 316L

10 kägla 316L (spindel) + A453Gr660 
(kägla)

316L (spindel)
 A453Gr660 (kägla)

316L (spindel) + 
A453Gr660 (kägla)

11 packningsram 316L 316L 316L

12 packning se tabell se tabell se tabell

13 packningsföljare 316L 316L 316L

14 2 korta bult ISO 3506 A4-70 ISO 3506 A4-70 ISO 3506 A4-70

15 2 långa bult ISO 3506 A4-70 ISO 3506 A4-70 ISO 3506 A4-70

16 muttrar iSO 3506 A4-70 iSO 3506 A4-70 iSO 3506 A4-70

17 glandfläns A182 F 304 A182 F 304 A182 F 304

18 låsmutter ISO 3506 A4-70 ISO 3506 A4-70 ISO 3506 A4-70

19 cryotätning NA rostfritt stål med 
C-ring (Helicoflex)

rostfritt stål med 
C-ring (Helicoflex)

20 cryoförlängning NA 316L 316L

21 bälgtätning 316L 316L 316L

22 bälg backup packning O-ring NBR (option FPM) O-ring NBR (option FPM) O-ring NBR (option FPM)

 Material ventil och temperaturområde
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Packningar Temperatur °C Applikation Firesafe Live 
Loaded

Vakuum 
design

flätad PTFE  / Kevlar -100 < T < +150 Standard applikationer för vätskor och gaser x x NA

expanderad grafit E -200 < T < +430 Hög temperatur, kärnkraft industri och alla 
industriella applikationer i allmännhet (icke PTFE 
applikationer naturligt fire-safe)

STD x NA

expanderad grafit E1 -200 < T < +430 Samma med korrosion inhibitor
Raffinaderi miljö

STD x NA

expanderad grafit E1 BS -200 < T < +430 Samma med korrosion inhibitor och låg svavel
Raffinaderi miljö

STD x NA

ren flätad PTFE -200 < T < +300 Oxygen (syrgas) och livsmedelsindustri x x NA

ren PTFE V-ring -200 < T < +100 Högre täthet, live loaded x STD x

 Material packningar, applikation och temperaturområde

STD = standard, X = option, NA = finns ej (not applicable / availble)

Med förbehåll för ändringar utan avisering
Specifika datablad beroende på typ, begär mer information

Visual Level Indicators
Tank Level Instruments
Cryogenic Components
Stainless Steel Valves

MicroFlow Valves
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WEKA AG, SchŸrlistrasse 8 
CH-8344 BŠretswil, Switzerland
Phone +41 43 833 43 43
Fax +41 43 833 43 29
info@weka-ag.ch á www.weka-ag.ch

WEKA AG, AllŽe du Quartz 1 
CH-2300 La Chaux-de-Fonds, Switzerland
Phone +41 32 925 97 00
Fax +41 32 926 54 22
info@weka-ag.ch á www.weka-ag.ch

Your contact for 
WEKA MicroFlow Valves:
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